


The Cobra range of pressure washers is highly versatile & suitable for a wide 
range of applications. All machines are fitted with Interpump plunger pumps  

& offer an excellent combination of high performance, quality & reliability.

Part No. Engine Lpm Bar Kg 
CO12150P GC160 5.5Hp 12 150 32
Dimensions 940L x 600W x 890H (mm)

Part No. Engine Lpm Bar Kg 
CO150P GX160 5.5Hp 12 150 36
Dimensions 940L x 600W x 890H (mm)
 Gun & lance fitted with variable angle nozzle head
 2 metre suction hose & filter
 8 metre single wire rubber coated high pressure hose
 Mounted on robust trolley fitted with pneumatic wheels 
 Honda 5.5 Hp GX engine with oil alert
 Low pressure chemical injection facility
 Unloader valve with adjustable pressure control

Part No. Engine Lpm Bar Kg 
CO8200PH GX160 5.5Hp 8 200 37
CO13200PH GX240 8 Hp 13 200 48
CO16200PH GX340 11 Hp 16 200 55
Dimensions 940L x 600W x 890H (mm)
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 Gun & lance fitted with variable angle nozzle head
 2 metre suction hose & filter
 8 metre single wire rubber coated high pressure hose
 Mounted on robust trolley fitted with pneumatic wheels
 Honda 5.5 Hp GC engine
 Low pressure chemical injection facility
 Unloader valve with adjustable pressure control

 Gun & lance fitted with variable angle nozzle head
 2 metre suction hose & filter
 8 metre single wire rubber coated high pressure hose
 Mounted on robust trolley fitted with pneumatic wheels 
 Honda GX engines with oil alert
 Low pressure chemical injection facility
 Unloader valve with adjustable pressure control

 Gun & lance fitted with variable angle nozzle head
 2 metre suction hose & filter
 8 metre single wire rubber coated high pressure 
hose
 Mounted on robust trolley fitted with pneumatic 
wheels
 Honda 5.5 Hp GC engine
 Low pressure chemical injection facility
 Unloader valve with adjustable pressure control

Part No. Engine Lpm Bar Kg 
CO12150P GC160 5.5Hp 12 150 32
Dimensions 940L x 600W x 890H (mm)
 Gun & lance fitted with variable angle nozzle head
 2 metre suction hose & filter
 8 metre single wire rubber coated high pressure hose
 Mounted on robust trolley fitted with pneumatic wheels
 Honda 5.5 Hp GC engine
 Low pressure chemical injection facility
 Unloader valve with adjustable pressure control
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