Evolution®

direct drive

Part No:

Pressure:
Flow:

Pump:

Powerhead:

Batteries:
Charging:

Pressure control:

Trolley:
Dimensions:

E1T8100BAT

100 Bar - 1450 Psi
8 Lpm

Interpump 51 Series - TT1508
Hollow shaft - 3400 Rpm

82V Cramer OptimusPower battery powered
powerhead, 2.9kW at 3600 Rpm

Cramer 82V Li-lon battery x2 (Supplied separately)
Cramer 82V dual slot charger (Supplied separately)

Integrated controlset with internal bypass
& low pressure chemical injector

Powder coated trolley - 13" wheels
855L x 625W x 1055H (mm)
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82V Cramer OptimusPower battery
powered powerhead - 3 speed settings

(CRAMER®

INTERPUMP GROUP

82V Cramer
Li-lon
Battery*
(2 required)

82V Cramer

Battery
Charger*
*Supplied separately
Accessories
High Pressure Lance High Pressure Hose Suction Hose Chemical Hose
Ex_— =
Part No: Part No: Part o: Part No:
200-1007-050 HP2600KK 209-1013HD 209-1008
900mm straight lance with 10m of 1 wire braided 3m 1/2" reinforced PVC 1.5m of 8mm hose
fixed 15° 045 nozzle and synthetic rubber hose - with 50 mesh weighted with weighted filter
M22 M inlet M22 F fittings filter. Hose clips included.

Dealer Stamp



