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Chrome Plated Quick Release Couplers 
For all adapters and couplings the following technical specifications apply:  

Material: Chrome Plated Brass 
Sealings: Nitrile 
Pressure: 10 bar 
Temperature: -30ºC to 100ºC 
 

THE 100 SERIES 
 Bore 11 mm 

 

       

AKBO111 
AKBO113 
AKBO113-G 
AKBO141-IG 

quick release coupler; 1/2" female thread with flat sealing. 
quick release coupler; 3/4" female thread with flat sealing. 
quick release coupler; 3/4" female thread with flat sealing, with 
M22x1. 
quick release coupler; 1/2" female thread and non return valve. 

 

   

AKBO121 
ABKO123 
AKBO141-21 
AKBO141-23 

quick release coupler; 1/2" male thread. 
quick release coupler; 3/4" male thread. 
quick release coupler; 1/2" male thread, with non return valve. 
quick release coupler; 3/4" male thread, with non return valve. 

 

AKBO130 
AKBO131 
AKBO132 
AKBO133 
AKBO141 
AKBO143 

quick release coupler; 10mm hose tail; 10mm bore. 
quick release coupler; 13mm hose tail; 11mm bore. 
quick release coupler; 15mm hose tail; 11mm bore. 
quick release coupler; 19mm hose tail; 11mm bore. 
quick release coupler; 13mm hose tail, with non return valve. 
quick release coupler; 19mm hose tail; with non return valve. 

 

THE 2000 SERIES 
 Bore 15 mm 
 

     

AKB2113 quick release coupler; 3/4" female thread; 15mm bore. 

     
 

AKB2121 
AKB2123 

quick release coupler; 1/2" male thread; 15mm bore. 
quick release coupler; 3/4" male thread; 15mm bore. 

 

AKB2133 quick release coupler; 19mm hose tail; 15mm bore. 

 

THE 3000 SERIES 
 Bore 20 mm 

       

AKB3111 
AKB3131 

quick release coupler 1" female thread; 20mm bore. 
quick release coupler with 1” hose tail; 20 mm bore. 
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Chrome Plated Adapters 
Below you can find an overview of the Chrome Plated Brass adapters and quick 
release Couplers you can use in combination with AKBO Spray guns, Lances or 
Hoses.  
 
For all adapters and couplings the following technical specifications apply:  

Material: Chrome Plated Brass 
Sealings: Nitrile 
Pressure: 10 bar 
Temperature: -30ºC to 100ºC 
 

THE 100 SERIES 
 Bore 11 mm 

 

AKBO211 
AKBO213 
AKBO219 

1/2" female thread with flat sealing; 11mm bore. 
3/4" female thread with flat sealing; 11mm bore. 
M22 female thread with flat sealing; 11mm bore. 

 

AKBO221 
A221-6L 
AKBO223 

1/2" male thread; 11mm bore. 
1/2" male thread with flat sealing; bore 11mm. 
3/4" male thread; 11mm bore. 

 
A221-6L-GAR 

1/2" male thread with flat sealing; bore 11mm; fits in "GARDENA" 
coupler. 

 

AKBO231 
AKBO232 
AKBO233 

13mm hose tail; 11mm bore. 
15mm hose tail; 11mm bore. 
19mm hose tail; 11mm bore. 

 

THE 2000 SERIES 
 Bore 15 mm 

 

AKB2211 
AKB2213 

1/2" female thread with flat sealing; 15mm bore. 
3/4" female thread with flat sealing; 15mm bore. 

 

AKB2221 
AKB2223 

1/2" male thread; 15mm bore. 
3/4" male thread; 15mm bore. 

 

AKB2231 
AKB2233 

13mm hose tail; 15mm bore. 
19mm hose tail; 15mm bore. 

 

THE 3000 SERIES 
 Bore 20 mm 

 

AKB3211 1" female thread; 20mm bore. 

 

AKB3221 1" male thread; 20mm bore. 

 

AKB3231 
AKB3233 

with 25mm hose tail; 20mm bore. 
with 19mm hose tail; 20mm bore. 
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