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COSTRUZIONE / CONSTRUCTION

POWER FRAME 65

CONFIGURATION TRIPLEX HOR - VERT

MATERIAL STANDARD S.S. / CAST / CER

FLOW GRAPH (crankshaft speed) POWER GRAPH

Scheda tecnica, 
esplosi,manuali uso e 
manutenzione

Data sheet, exploded 
view,repair & mainte-
nance manuals

450TRHP series450HP

Pompa
Pump

Portata
Volume

L/min   US Gpm

Pressione
Pressure

bar    MPa   p.s.i.

Gearbox
r.p.m.

1:2,90   1:3,46   1:4,23   

Potenza
Power

hp     kW

Peso
Weight

kg

TR 26 108      28.5 1500  150  21750 1500 / 1800 / 2200   421  309 1241

TR 30 143      37.8 1200  120  17400 1500 / 1800 / 2200   446  328 1241

TR 32 163      43.0 1000  100  14500 1500 / 1800 / 2200 423  311 1241

TR 36 206      54.4   800   80   11600 1500 / 1800 / 2200 428  315 1241

Standard 

Portate teoriche con rendimento volumetrico 100% / Volumes are theoretical at 100% volumetric efficiency
Dati tecnici arrotondati per facilità di lettura / Technical data rounded for ease in readability

TR36
TR32
TR30
TR26 270hp

150hp

220hp

180hp
340hp

450hp

lpm

rpm

bar

lpm

II 2GD ck T4/T135°C
ATEX

Equipment category

Zones and type of
explosive atmospheres

Surface temperature
of the equipment

Group
II

Area with potentially
explosive atmospheres

2

1 (G)
21 (D)

3

2 (G)
22 (D)

T4 / T135 °C

ON REQUEST

ACCESSORIES         VEDI Pag. 62 - SEE pag. 62

Dati indicativi non vincolanti soggetti a modifica senza preavviso/ Datas are indicative not binding subject to change without notice.


